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RULES AND REGULATIONS FOR THE 
CLASSIFICATION OF SPECIAL SERVICE CRAFT, July 2010 


Notice No. 3 


This Notice contains amendments within the following Sections of the Rules and Regulations for the 
Classification of Special Service Craft, July 2010. The amendments are effective on the dates shown: 


Part Chapter Section Effective 
date 
1 2 1 1 February 2011 
4 2 8,9, 10 1 February 2011 
4 3 10 1 February 2011 


It will be noted that the amendments also include corrigenda, which are effective from the date of this Notice. 


The Rules and Regulations for the Classification of Special Service Craft, July 2010 are to be read in conjunction 
with this 
Notice No. 3. The status of the Rules is now: 


Rules for Special Service Craft Effective date: July 2010 
Notice No. 14 Effective date: 1 January 2011 
Notice No. 2 Effective date: 1 January 2011 


Notice No. 3 Effective date 1 February 2011 


Part 1, Chapter 2 
Classification Regulations 


Effective date 1 February 2011 


itz Section 7 
Conditions for classification 


1.1 General 


1.1.13 Yachts with a load line length, of 24m and over, 
having a service type notation of Yacht, will be assigned class 
only after it has been demonstrated that the stability of the yacht 
complies with the stability requirements of the UK MCA’s Large 
Commercial Yacht Code, or the requirements of the National 
Administration, provided these are as a minimum equivalent to 
the requirements of the UK MCA LY Code (as amended). 


1.1.14 Yachts with a load line length between 24 m and 
85 m and with a gross tonnage less than 3000 will be assigned 
a service type notation Yacht(S) only after it has been demon- 
strated that the intact stability complies with the UK MCA LY2 
Code for multi hulls and sailing vessels and the IMO IS 2008 
Code for mono hull motor vessels (as amended) Damage 
stability is to be in compliance with the UK MCA LY2 Code (as 
amended). Alternative requirements may be acceptable, 
subject to acceptance by LR. 


toto Yachts with a load line length of 85 m and above 
or with a gross tonnage of 3000 and above will be assigned a 
service type notation Yacht(S) only after it has been demon- 
strated that the intact stability complies with the UK MCA LY2 
Code for multi hulls and sailing vessels (as amended). Damage 
stability is to be in compliance with the SOLAS requirements 
for passenger vessels (as amended). Alternative requirements 
may be acceptable, subject to acceptance by LR. 


Part 1, Chapter 2 


Part 4, Chapter 2 


Part 4, Chapter 2 
General Regulations 


Effective date 1 February 2011 85 Gonoralintactstabilit-ortera 
| Sectern-8 85+ Thearcaunderiherghtingtevercume(GZeumels 


Part 4, Chapter 2 


Spaces 


Permeability 


Appropriated to carge.or stores 


Occupied by accommodatio 


Occupied by machinery 


Intended for liquids 


NOTE 


60 
95 
85 


Over. 95, see Note 


Whichever results in the more severe requirements. 


Part 4, Chapter 2 


a Section +0 8 
Navigation in first year ice 
conditions 


4048.1 General 


404++4 8.1.1 Where additional strengthening is fitted in 
accordance with the requirements of Pt 6 Ch 5,7, Pt 7 Ch 5,7 
and Pt 8 Ch 5,6 an appropriate special features notation will 
be assigned. It is the responsibility of the Owner to determine 
which notation is most suitable for their requirements. 


+2 8.1.2 When yachts may be expected to visit 
areas requiring them to navigate in light first year ice 
conditions, other than the Northern Baltic, corresponding to 
unbroken level ice of thickness not greater than 0,4 m, the hull 
is to meet the requirements necessary for the assignment of 
Ice Class 1D. 


40-43 8.1.3 Yachts in Service Group G6, which have 
their own propulsion machinery, and which are built of steel 
but are not strengthened for navigation in ice, may be eligible 
for assignment of Finnish-Swedish |Ice-Due Class II under the 
Finnish and Swedish Boards of Navigation Finnish-Swedish 
Ice Class Rules. Yachts in Service Groups G1-G4 inclusive, 
constructed in any material, together with Yachts in Service 
Group G6 constructed in aluminium or composites, are not 
eligible for this notation. 


Part 4, Chapter 2 


40+4 8.1.4 For Yachts requiring to navigate in areas of 
ice in excess of that specified in +98.1.2, the standard of 
construction is to comply with the requirements of Part 8 of 
the Rules and Regulations for the Classification of Ships, as 
appropriate. 


Part 4, Chapter 3 


Part 4, Chapter 3 
Special Considerations for Sailing Yachts 


Effective date 1 February 2011 


Cross-References 


Section numbering in brackets reflects any Section 
renumbering necessitated by any of the Notices that update 
the current version of the Rules for Ships. 


Part 4, Chapter 2 


8.1.4 Reference 10.1.2 now reads 8.1.2. 
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